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General Specifications

Description

- High resolution (SXGA) can display a variety of information via a monitor.

- High Quality 19-inch TFT Color LCD Display.

- IP65f equivalent, suitable for harsh industrial environments.

- Easy Installation In User's Cabinets and Panels.

- Panel can be used as a VGA display with Analog RGB or DVI.

- Easy-to-use Built-In Touch Panel.

- VESA standard hole pattern for mounting on stand or arm.

- Data maintenance through the front USB port is possible without opening the control box.

- Transferring both touch operation and USB peripheral data, though one USB cable between
FP and Host PC.

Performance Specifications

Model FP3900-T41-U FP3900-T41
Display Type TFT Color LCD
Graphics SXGA (1280 x 1024)
_E Display Area W 301.056mm [11.85in.] x H 376.32 mm [14.82in.]
g Display Colors 16,777,216 colors (R+G+B color 8 bits each)
Contrast Adjustment Adjustable via OSD
Backlight CCFL (not replaceable)
— Type Resistive Film (Analog)
sE Resolution 1024 x 1024
'_«?' Interface Serial Interface (RS-232C) or USB Interface (USB 2.0 compliant)
8 Video I/F Analog RGB or DVI-D Interface
E USB Interface Front 1 port USB Type-A connector (USB 2.0 compliant) -

*1 Touch panel drive can be downloaded from our support website, "Otasuke Pro!"
(http://www.pro-face.com/otasuke/)

*2 Available for use when the touch panel USB cable (B type) is connected to a PC.

Model FP3900-T41-U FP3900-T41
Rated Voltage AC100 to 240V

© Allowable Voltage Drop Shorter than 1 cycle (Note that pause occurrences must be more than 1 second apart)
'% Power Consumption AC100V 1.1A or less / AC240V 0.7A or less
ﬁ Voltage Endurance AC1500V 20mA for 1 minute (between charging and FG terminals)

Insulation Resistance DC500V at 10MQ or more (between charging and FG terminals)

Conforming to standards UL508, CSA-C22.2, No.142-M1987, EN55011 Class A, EN61000-6-2 and EN60950-1 First Edition.
Surrounding Air Temperature 0°C to 50°C (The panel face should not incline more than 30°C)
Ambient Operating Humidity 10% to 90%RH (Wet bulb temperature: 39°C or less - no condensation.)

Storage Temperature -20°C to +60°C
§ Ambient Storage Humidity 10% to 90%RH (Wet bulb temperature: 39°C or less - no condensation.)
E Corrosive gas Free of corrosive gas
-g Noise Immunity (via noise simulator) Noise Voltage: 1,500Vp-p Pulse Duration: 1us Rise Time: 1ns
I Grounding 100 Q or less, or your country’s applicable standard.

Electrostatic Discharge Immunity 6.0kV (EN61000-4-2 level3 compliant)
Vibration Resistance JIS B 3502, IECG11.31—2 compliant, 5 to 9Hz }-.Ialf émplitude 3.5mm .
9 to150Hz Constant acceleration 9.8m/s2 X, Y, Z each direction 10 cycles (100 minutes)

s Rating Equivalent to IP65f (Only not using Front USB)
“g Weight Approx. 10.0kg [22.0Ib]
& External Dimensions W460mm [18.11in.] x H390mm [15.35in.] x D77.7mm [3.06in.]

*3 The front face of the FP unit, installed in a solid panel, has been tested using conditions equivalent to the standards shown in the specification. Even though the FP unit's level of resistance
is equivalent to these standards, oils that should have no effect on the FP can possibly harm the unit. This can occur in areas where either vaporized oils are present, or where low viscosity
cutting oils are allowed to adhere to the unit for long periods of time. If the FP's front face protection sheet becomes peeled off, these conditions can lead to the ingress of oil into the FP and
separate protection measures are suggested. Also, if non-approved oils are present, it may cause deformation or corrosion of the front panel's plastic cover. Therefore, prior to installing the
FP be sure to confirm the type of conditions that will be present in the FP's operating environment. If the installation gasket is used for a long period of time, or if the unit and its gasket are
removed from the panel, the original level of the protection cannot be guaranteed. To maintain the original protection level, be sure to replace the installation gasket regularly.
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